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by this section shall not apply with re-
spect to the carpet or rug if an invoice 
or other paper relating thereto, con-
taining the letter ‘‘T’’, legibly and con-
spicuously written, is delivered to the 
consumer in due course of business. 

(c) No person subject to the Flam-
mable Fabrics Act shall manufacture, 
import, distribute, or otherwise mar-
ket or handle any carpet or rug or 
small carpet or rug, including samples, 
swatches, or specimens used to pro-
mote or effect the sale thereof, which 
is not in compliance with this section. 

§ 1631.34 Small carpets and rugs not 
meeting acceptance criterion. 

(a) If any small carpet or rug as de-
fined in the Standard for the Surface 
Flammability of Small Carpets and 
Rugs (pill test) FF 2–70, is manufac-
tured, imported, or otherwise marketed 
or handled and does not meet the ac-
ceptance criterion of such standard, it 
shall, prior to its introduction into 
commerce, be legibly and conspicu-
ously labeled with a permanent label 
which sets forth the following state-
ment: 
‘‘FLAMMABLE (FAILS U.S. DEPART-
MENT OF COMMERCE STANDARD 
FF 2–70): SHOULD NOT BE USED 
NEAR SOURCES OF IGNITION.’’ 
The required cautionary statement 
may be set out on or affixed to the 
small carpet or rug on the same label 
as the fiber content label required to be 
affixed under the Textile Fiber Prod-
ucts Identification Act, if said label is 
permanent, or said statement shall be 
set forth on a separate permanent label 
on or affixed to the small carpet or rug 
in immediate proximity to the said re-
quired label under the Textile Fiber 
Products Identification Act. A label on 
the front of a small carpet or rug shall 
be considered to be in immediate prox-
imity to a label on the back, provided 
they are directly opposite each other 
and are in immediate proximity to the 
edge of the small carpet or rug. 

(b) Such cautionary statements shall 
also appear in a conspicuous manner in 
all advertisements in which said small 
carpets or rugs are being offered for 
sale through direct mail, telephone so-
licitation, or under any other cir-
cumstances where the consumer, in the 
ordinary course of dealing, will not 

have an opportunity to inspect the 
label before receiving the merchandise. 
The phrase ‘‘Flammable—Read The 
Label’’ shall conspicuously appear in 
all other advertisements of small car-
pets or rugs which do not meet the ac-
ceptance criterion of the standard. 

(c) The information required by this 
section shall be set forth separately 
from any other information, represen-
tations, or disclosures appearing on the 
same label or elsewhere on the small 
carpet or rug, and any such other infor-
mation, representations, or disclosures 
shall in no way interfere with, mini-
mize, detract from, or conflict with the 
information required by this section. 

(d) Samples, swatches, or specimens 
used to promote or effect the sale of 
small carpets or rugs shall be labeled 
with the information required by this 
section, in addition to the label re-
quired to be affixed to the small car-
pets or rugs. 

(e) Where small carpets or rugs are 
marketed at retail in packages, and the 
labeling information required by this 
section is not readily visible to pro-
spective purchasers, the packages must 
also be prominently, conspicuously, 
and legibly labeled with the informa-
tion required by this section. 

(f) No person, other than the ulti-
mate consumer, shall remove, muti-
late, or cause or participate in the re-
moval or mutilation of any affixed la-
beling information required by this 
section. 

(g) No person subject to the Flam-
mable Fabrics Act shall manufacture, 
import, distribute, or otherwise mar-
ket or handle any small carpet or rug, 
including samples, swatches, or speci-
mens used to promote or effect the sale 
thereof, which is not in compliance 
with this section. 

Subpart C—Washing Procedures 

AUTHORITY: Secs. 4, 5, 67 Stat. 112, as 
amended, 81 Stat. 569–70; 15 U.S.C. 1193, 1194. 

§ 1631.61 Hide carpets and rugs—alter-
native washing procedure. 

(a) The Standard for the Surface 
Flammability of Carpets and Rugs (FF 
1–70) at § 1630.4(b)(1)(ii) provides that if 
a carpet or rug has had a fire-retardant 
treatment, or is made of fibers which 
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have had a fire-retardant treatment, 
the sample or oversized specimens 
thereof selected for testing under the 
standard shall be washed prior to the 
cutting of test specimens either 10 
times under the washing and drying 
procedure prescribed in Method 124–1996 
of the American Association of Textile 
Chemists and Colorists or such number 
of times under such other washing and 
drying procedure as shall previously 
have been found to be equivalent by 
the Consumer Product Safety Commis-
sion. AATCC Test Method 124–1996 
‘‘Appearance of Fabrics after Repeated 
Home Laundering,’’ is found in Tech-
nical Manual of the American Associa-
tion of Textile Chemists and Colorists, 
vol. 73, 1997, which is incorporated by 
reference. Copies of this document are 
available from the American Associa-
tion of Textile Chemists and Colorists, 
P.O. Box 12215, Research Triangle 
Park, North Carolina 27709. This docu-
ment is also available for inspection at 
the National Archives and Records Ad-
ministration (NARA). For information 
on the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. This incorporation 
by reference was approved by the Di-
rector of the Federal Register in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. Alternatively the selected sam-
ple or oversized specimens thereof may 
be washed, dry-cleaned, or shampooed 
10 times, prior to the cutting of test 
specimens, in such manner as the man-
ufacturer or other interested party has 
previously established to the satisfac-
tion of the Consumer Product Safety 
Commission is normally used for that 
type of carpet or rug in service. 

(b) On February 10, 1972 (37 FR 3010) 
the Federal Trade Commission pub-
lished in the FEDERAL REGISTER a no-
tice of approval of an alternative wash-
ing procedure under FF 2–70 for testing 
the flammability of shearling and hide 
rugs that (1) consist of natural wool or 
hair attached to the hide with no syn-
thetic fibers and (2) have been treated 
with a fire-retardant finish. The notice 
of approval was corrected on March 17, 
1972 (37 FR 5676). This approval is con-
tinued in effect by the Consumer Prod-
uct Safety Commission pursuant to 

section 30(e) of the Consumer Product 
Safety Act (15 U.S.C. 2079(e)). 

(c) Any hide carpet or rug for which 
such alternative procedure is utilized 
must be labeled with a conspicuous, 
legible and permanent label containing 
the following statement: 

DO NOT WASH OR DRY CLEAN 

This rug has been treated with a flame re-
tardant. To keep rug attractive and clean 
use the following methods: 

To eliminate loose dirt or dust, vacuum or 
shake pelt outdoors. 

For spot cleaning, use water dampened 
cloth and rub lightly in one direction. 

DO NOT USE DETERGENTS OR OTHER 
STAIN REMOVERS 

(d) The alternative procedure is as 
follows: The test specimens shall be cut 
to size 9″ × 9″ before the procedure is 
initiated. 

(1) Shake specimen vigorously to re-
move any loose fibers, dust and pos-
sible accumulated debris. 

(2) Place specimen on a solid flat sur-
face and anchor or hold firmly while 
conducting the test. 

(3) Select an operating applicator 
consisting of a rod at least 2″ in diame-
ter and 9″ long composed of non-
absorbent material such as glass or 
plastic. 

(4) Select sufficient cloth to form at 
least five layers when wrapped around 
the operating applicator. The cloth 
shall be of the type known as 
‘‘Crockmeter Test Cloth’’ as specified 
in Note 8.3 of AATCC Test Method 8– 
1969. 

(5) Immerse cloth in water (100 °F.) 
until thoroughly wetted. 

(6) Manually wring out the cloth to 
remove all excess water and wrap 
around the operating applicator. 

(7) Immediately, with light pressure, 
stroke entire surface of specimen with 
the wrapped operating applicator in 
one direction only along the natural 
‘‘lay’’ of the hair structure for ten 
complete strokes. 

(8) Place test specimen in a circu-
lating drying oven maintained at 212 
°F. until dry. 

(9) Repeat the above procedure 10 
times using a fresh or clean cloth each 
time. 
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(10) After 10 successive cycles of 
washing and drying the dried speci-
mens shall be subjected to the testing 
procedures (pill test) as outlined in FF 
2–70. 

(e) This washing procedure and label-
ing provision are subject to revision or 
revocation should it be determined 
that such procedure is inadequate to 
fully protect the public. 

[40 FR 59935, Dec. 30, 1975, as amended at 65 
FR 12934, Mar. 10, 2000] 

§ 1631.62 Wool flokati carpets and 
rugs—alternative washing proce-
dure. 

(a) The Standard for the Surface 
Flammability of Carpets and Rugs (FF 
1–70) at § 1630.4(b)(1)(ii) provides that if 
a carpet or rug has had a fire-retardant 
treatment, or is made of fibers which 
have had a fire-retardant treatment, 
the sample or oversized specimens 
thereof selected for testing under the 
standard shall be washed prior to the 
cutting of test specimens either 10 
times under the washing and drying 
procedure prescribed in Method 124–1996 
of the American Association of Textile 
Chemists and Colorists or such number 
of times under such other washing and 
drying procedure as shall previously 
have been found to be equivalent by 
the Consumer Product Safety Commis-
sion. AATCC Test Method 124–1996 
‘‘Appearance of Fabrics after Repeated 
Home Laundering,’’ is found in Tech-
nical Manual of the American Associa-
tion of Textile Chemists and Colorists, 
vol. 73, 1997, which is incorporated by 
reference. Copies of this document are 
available from the American Associa-
tion of Textile Chemists and Colorists, 
P.O. Box 12215, Research Triangle 
Park, North Carolina 27709. This docu-
ment is also available for inspection at 
the National Archives and Records Ad-
ministration (NARA). For information 
on the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. This incorporation 
by reference was approved by the Di-
rector of the Federal Register in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. Alternatively the selected sam-
ple or oversized specimens thereof may 
be washed, dry-cleaned, or shampooed 

10 times, prior to the cutting of test 
specimens, in such manner as the man-
ufacturer or other interested party has 
previously established to the satisfac-
tion of the Consumer Product Safety 
Commission is normally used for that 
type of carpet or rug in service. 

(b) On September 7, 1972 (37 FR 18122) 
the Federal Trade Commission pub-
lished in the FEDERAL REGISTER a no-
tice of approval of an alternative wash-
ing procedure under FF 2–70 for testing 
the flammability of wool flokati car-
pets and rugs. This approval is contin-
ued in effect by the Consumer Product 
Safety Commission pursuant to section 
30(e) of the Consumer Product Safety 
Act (15 U.S.C. 2079(e)). 

(c) Any wool flokati carpet or rug for 
which such alternative procedure is 
utilized must be labeled with a con-
spicuous, legible and permanent label 
containing the following statement: 

Do Not Wash in Home Machine or Dry 
Clean—Avoid Rubbing or Brushing While 
Damp 

This Flokati carpet or rug has been treated 
with a flame retardant. To maintain this 
flame retardant and to keep the carpet at-
tractive and clean, use the following meth-
ods. 

1. Vacuum (using suction head without ro-
tating brush) or shake the rug (depending 
upon size) to remove loose dirt. 

2. Home laundering: Place in bath tub or 
other suitable receptacle in solution of home 
detergent and lukewarm water (approxi-
mately 105 °F.). Immerse face down and gent-
ly knead back of rug to remove soil. Rinse in 
lukewarm water (approximately 105 °F.) 
until detergent is removed. Rug may then be 
rinsed again in cool water to improve ap-
pearance of face if desired. Line dry. Shake 
while damp to restore surface and fluff up fi-
bers. 

3. Spot cleaning: Remove greasy stains 
with a household grease remover. Remove 
soluble stains with lukewarm water (ap-
proximately 105 °F.) and detergent by im-
mersing spot in a pan and kneading the back 
of rug. Rinse thoroughly in lukewarm water. 
Line or floor dry. Shake while damp to re-
store surface and fluff up fibers. 

4. Commercial cleaning: Use Roll-A-Jet 
equipment (or equivalent) with water not ex-
ceeding 105 °F. Avoid use of excessive pres-
sure or reciprocating brushes. Drying tem-
peratures should not exceed 200 °F. 

(d) The alternative procedure is as 
follows: 
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